SECTION 29: SIGN INSTALLATION

29-01 SCOPE. Signs shall be installed as shown on the Standard Details and at locations shown on the Plans.

Installation shall be completed prior to placing concrete for sidewalk. All existing signs shall be maintained until relocated as shown on the Plans or until replacement signs are installed.

The Contractor shall furnish and install street name signs and all other street signs including sign plates, sign posts and sign brackets, in accordance with Standard Detail A-13.

Public street name signs shall have four-inch (4") white reflective Type B letters on a blue reflective background on a six-inch (6") tall, eight-hundredths-inch (0.080") thick aluminum plate. Private street name signs shall have four-inch (4") white reflective Type B letters on a green reflective background on a six-inch (6") tall, eight-hundredths-inch (0.080") thick aluminum plate. Private street name signs shall include the phrase "Private Street" (three-inch (3") white-reflective Type B letters) at the bottom and must be approved in advance by the City Engineer.

Mounting hardware for street name signs shall be as shown on Standard Detail A-13.

29-02 MEASUREMENT. Sign installation shall be measured on a per-each basis. Posts containing more than one sign shall be measured as one unit only.

29-03 PAYMENT. The price paid for each sign installation shall include full compensation for furnishing all labor, materials, tools and equipment and for performing all work necessary to complete the installations as required in the Special Provisions, shown on the Plans and specified herein.